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Io *‘b Innovation
& o3 All our employees are always in a search of new challenges and in constant update of
[+) new technologies for the modemization of the production line with a philosophy based on the
ﬁn‘na ma_rket, maintaining_; the develnpr!'rent. _
'ﬁ}ﬁ 5 Being for many national and foreign brands a system of development and constant updating.
XoI0L
2 ‘s
ot 1o Innovacion
Gooh Tedos nuestros empleados estan en bisqueda de nuevos desafios, en una constante actualizacion de
A nuevas tecnologias para la modemizacion de la linea de produccion con una filosofia basada en e
__ '1'!|:r:au:|:|. manteniendo &l desarrqllc:- _ o
w Siendo para muchas marcas nacionales y extranjeras un sistema de desarrollo y actualizacion constante.

Quality

An strict supervision of the production process in the quest to achieve a 100% effective design
with focusing on detail and an uninterrupted quality control.

Calidad

Lina estricta supervision del proceso de produccidn en la bisqueda de alcanzar un disefio 100% efectiva
con enfoque en el detalle v un control de calidad ininterrumpido.

Service

We make sure that our clients being always informed in the production process and we maintain a
constant communication, this provides a quality customer service guaranteeing a professional service

Servicio
Aseguramos que nuestros clientes estén siempre informados en el proceso de produccion v mantenemos una
comunicacion constante, esto brinda un servicio al cliente de calidad garantizando un servicio profesional.

Focus

From the beginning we have focused on the R & D of manufacturing in high-end stores that meet

with quality and integrity in their services. O"
Enfoque $
Desde el inicio nos hemos enfocado en el R&D de la manufactura en tiendas de alta gama que cumplan

con calidad e integridad en sus servicios.
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We make a high quality signaling, we are the solution in bright letters and not
luminous, for home and exterior decoration, after almost 10 years of
experience we have excelled in the operational and manufacturing field with
excellent services that are constantly in search of development.

To concentrate on the development, we have advanced production equipment and
processing, with a technical and capable staff trained to provide all the
customers the best service.

Think of us as a company with whom you can establish excellent business
relation, we offer the best quality and price.
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Acrylic with front illumination

Model: A

Material: Methacrylate

Recommended height: 100-500mm

Thickness: 17-40mm

LED coler: 3500K, 4000K, 6500K L L L (1 1]
Lighting direction: Front

Minimum stroke width required: Smm

RO vIRDE

RLAKCO BLARC T MRS LDy FARARLLL VIRD WERDE AZUL ATUL
THAH BLURC KK CLARD CACIRAT CLARE B

Methacrylate colors

Lacquered color
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Acrylic with front and back illumination

Model: B

Material: Methacrylate

Recommended height: 100-500mm
Thickness: 22-40mm

LED color: 3500K, 4000K, 6500K (2 1]
Lighting direction: Front and Back
Minimum stroke width required: Smm

RS0

RLARCO BLARSCT AMASILL D FARARLLL VLRDL WE R AU AT
THAHBLUCIN CLARD CACIRT CLARE ey

Methacrylate colors

Lacquered color
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Acrylic with back illumination

Model: C

Material: Methacrylate

Recommended height: 100-500mm
Thickness: 22mm

LED coler: 3500K, 4000K, 6500K aen
Lighting direction: Back

Minimum stroke width required: Smm

RSO

RLAKCO BLARC T AMARSLED  RRARUARLIA VIRDL WERDE AZUL ATUL
THAH BLURC KK CLARDH CACIRAT CLARE B

Methacrylate colors

Lacquered color
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e
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Curved acrylic with back illumination

Model: D

Material: Methacrylate Material:
Recommended height: 150-500mm I
Thickness: 25mm

LED color: 3500K, 4000K, 6500K (1 1]

Lighting direction: Back

Minimum stroke width required: 20mm

ALARC BLARCT AMARSLLD  FGARARLIA, RO VIRLD VERDS AZUL [r.r
THANBLUCIDS CLARD (AR CLARS I

Methacrylate colors

Lacquered color

o
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Acrylic with lateral back illumination
De metacrilato con luz trasera lateral

Model: E i‘u’iode!ﬂ E

Material: Methacrylate Material:

Recommended height: 100-500mm Altura recomendada:

Thickness: 23mm T!:l:n: 23m

LED coler: 3500K, 4000K, 6500K (1 1] Color LED: ~ y (2 1]
Lighting direction: Back Lateral Direccion de luz: Tr 3 Lat

Minimum stroke width required: 20mm Trazo minimeo requerido

Methacrylate colors / C olrl'*: de metacrilato

BLANCO BLARCD AMARILLD  RARARLIA "'""-"'
THANBLUC IR ARG oy i

Lacquered color / Color lacado
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Acrylic with 3D front and back illumination

Model: F

Material: Methacrylate

Recommended height: 100-500mm
Thickness: 22mm

LED color: 3500K, 4000K, 6500K L LT
Lighting direction: Back

Minimum stroke width required: 20mm

RS0

RLARCO BLARSCT AMASILL D FARARLLL VLRDL WE R AU AT
THAHBLUCIN CLARD CACIRT CLARE ey

Methacrylate colors

Lacquered color
-
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Acrylic with front and lateral illumination
De metacrilato con luz frontal y lateral

Model: G Modelo: G
Material: Methacrylate !
Recommended height: 100-500mm
Thickness: 22-40mm

LED coler: 3500K, 4000K, 6500K (2 1]
Lighting direction: Front and Lateral

Minimum stroke width required: 20mm Traze minime requeride
Methacrylate colors / Colores de metacrilato
BLanco o BLAMCD  aanmio rm:u.u.u. ROUD b por'a . o L

Lacquered color / Color lacado

i

s
e

QG
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Beveled and illuminated acrylic

De metacrilato con frontal biselado e iluminado

Model: H

Material: Methacrylate

Recommended height: 100-500mm
Thickness: 23rmm

LED color: 3500K, 4000K, 6500K 21
Lighting direction: Front Lateral
Minimum stroke width required: 20mm

Methacrylate colors / Colores

de metacrilato

Mmdeln H

Material:

Altura recom u:nd c'

Tizon: 23mr

Color LED: 5 4 L L
Direccién de luz: Front

Tril/(l minimao rE?E]..[S‘ri(Z(: pd T

11111

BLANCO BLARCD AMARILLD  RARARLA i
THAHBLUCIN CLARD

Lacquered color / Color lacado

B
W

I'&lu' L] |' _uh'. DIA:LIW
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Micro-perforated effect illuminated and backlit acrylic

Model: |

Material: Methacrylate

Recommended height: 100-500mm

Thickness: 22mm

LED color: 3500K, 4000K, 6500K ' 1 1] [T 1]
Lighting direction: Front and Back

Minimum stroke width required: Smm

Methacrylate colors

RLANCO BLARCT AL LD PRARAALLE, LT VIRDL WERDE AFUL ATUL
TANBLUCIO0 CLARD CACiRD CLARD ascuma

Lacquered color
-
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Metallic with metacrylic and backlighting

Model: J

Material: Stainless steel / Aluminium, Methacrylate
Recommended height: 200-200mm

Thickness: 30, 50, 7Omm

Methacrylate thickness: 5, 10mm

LED color: 3500K, 4000K, 6500K Ll L
Lighting direction: Back Lateral

Minimum stroke width required: 20mm

Finishes
I k |
(LN ] CEPILLADD

Lacquered color

Vi

AL
Tl

GG
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Blackened steel with metacrylic and backlighting

Model: K

Material: Stainless steel, Methacrylate

Recommended height: 200-200mm

Thickness: 30, 50, 70mm

Methacrylate thickness: 5, 10mm

LED color: 3500K, 4000k, 500K LL L ane
Lighting direction: Back Lateral

Minimum stroke width required: 20mm

Finishes

AZFRD HEGRT  ACERE MEGRD
LD ORI LA

QG
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Golden steel with metacrylic and backlighting

Model: L

Material: Stainless steel, Methacrylate
Recommended height: 200-200mm
Thickness: 30, 50, 7T0mm

Methacrylate thickness: 5, 10mm

LED color: 35001, 4000K, 65001 aee
Lighting direction: Back Lateral

Minimum stroke width required: 20mm

Finishes
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Aged golden steel with metacrylic and backlighting

Model: M

Material: Stainless steel, Methacrylate
Recommended height: 200-900mm
Thickness: 30, 50, 7Omm

Methacrylate thickness: 5, 10mm

LED color: 3500K, 4000k, 6500K LL L
Lighting direction: Back Lateral

Minimum stroke width required; 20mm

Finishes

Al

DaCRRADH BRONCE
ERVEECIDD

QG
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Steel and metacrylic with front and back illumination

F"

Model: N

Material: Stainless steel, Methacrylate
Recommended height: 200-200mm

Thickness: 50, 70mm

Back methacrylate thickness: 5, 10mm
Front LED color: 3500K, 4000k, 6500K
Back LED color: 3500K, 4000K, 6500
Lighting direction: Front and Back

Minimum stroke width required: 30mm

Finishes

CI.'I..;-'C

Methacrylate front colors

DLANCO ANARLLD MARRMIA

GG

IN I

M:L"D ": |f:\\-l.'.'r|-:\ ll".'h GED  DORADD
a1 UL

[ 1 X ] [ ) aee
LL L I ) ¢ LL L

Lacquered color

L AN B

DORA BROHCI AL
PEFRLADD  CAWEILDDO e
. . . .

VERDE AL A

ORCLRD CLARD oY
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Backlit corten steel

Model: O

Material: Sheet metal

Recommended height: 200-200mm
Thickness: 20, 40, 60, 80, 100, 120mm
LED coler: 3500K, 4000K, 6500K aen
Lighting direction: Back

Minimum stroke width required: 20mm

Lacquered Colors - Treatment

DDA

QG
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Backlit metallic

P O ..L.-- -‘/
- !
Model: P

Material: Sheet metal / Aluminum / Stainless steel

Recommended height: 200-1500mm

Thickness: 20, 40, 60, 80, 100, 120mm :

LED color: 3500K, 4000K, 6500K L L1 T T
Lighting direction: Back

Minimum stroke width required: 20mm

Lacquered color

i
EL
e
Finishes
ACERD ACERD -: b RIGRD AL I'KI =c _.wn-o DOAKDC '\l.ar.o [
PULIDD COMLLADD: CEPILLADD

{L‘r\{}
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Steel with illuminated micro-perforated profile

Model: Q

Material: Stainless steel

Recommended height: 200-200mm

Thickness: 40, 60, B0mm '

LED coler: 3500K, 4000K, 6500K (L1 ) (1 1]
Lighting direction: Lateral io

Minimum stroke width required: 20mm

Finishes
ACERD II-:HI...J al |. \. c\-l.ud-"" ‘ﬂ.'\ll.rI\.I.'\-D i-'ﬂ.‘i I.'ﬂ.'il.rll.'\-o o
[QLE el l.I.I I..Al.‘ﬂ. '\ CEPRLLADO ML JE

QG
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Steel with illuminated micro-perforated profile and backlit metacrylic

Model: R

Material: Stainless steel, Methacrylate
Recommended height: 200-200mm
Thickness: 30, 50, 70mm

Methacrylate thickness: 5, 10mm

LED color: 3500K, 4000K, 6500K see
Lighting direction: Back Lateral

Minimum stroke width required: 20mm

Finishes
ACERD ACERD ACEROREGRD  ACERD NRGED  DORADD DORADD DORADD BROMOE
PULIDD CEOMLLADD LI CEPRLLADD i) CEPILLADD ERNTIEDIDD

GG
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Steel with cutout front and illuminated metacrylic

Model: S

Material: Stainless steel, Methacrylate

Recommended height: 200-200mm

Thickness: 40, 60, 80mm :

LED color: 3500K, 4000K, 6500K L L L see
Lighting direction: Front

Minimum stroke width required: 30mm

Finishes
PG CEPILLADD P ¥ Tl PR CEPILLADS FAVEECIDD

Methacrylate front colors

. . . . . oo
RS ATeR

VERDE VEHDE i

BLANCT AMARILLG  RARARAL Bl 1
LART CRCUND CLARD ore=y

QG
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Metallic with front border and illuminated metacrylic

Model: T

Material: Sheet metal / Aluminum / Stainless steel, Methacrylate
Recommended height: 300-2900mm

Thickness: 40, 60, 80, 100mm

LED color: 3500K, 4000K, 500K L1

Lighting direction: Front

Minimum stroke width required; 40mm

Finishes Lacquered color
:\1.

ACERT AL If b e el .l- I--' | ok xmn\l.{ et kot (3

P I'f“l |'\|'§<' Ll ‘rllA."'\.'l |urrr.n LLE

Methacrylate front colors

BLANCE ARAREL LG TTTTTIT Y WERDE WEFLE AnA. u::

1 AR [=loab o al CLARD R
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Precoated aluminum with illuminated metacrylic front

Model: U

Material: Aluminum, Methacrylate

Recommended height: 200-1500mm

Thickness: 40, 60, 80mm :

LED color: 3500K, 4000K, 6500K L L (2 1]
Lighting direction: Front

Minimum stroke width required: 20mm

Precoated color

HLGHE LATA DORADE)

BLAMCO AMAHELD LG VEHDE ALUL [ DoR: COART RLAMCO KGR FLATA
CEPLLADD CEPLLADD OIPHLLADD PIEFORADD FERFORADD  PERFORADD
Methacrylate colors ;
. . . . . ot
BLANCE AMARILE  HARANJA L N VERDHE A AN
i AR [l o=t CLAH SCLIRD
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Metallic with illuminated metacrylic front

Metalico con frente metacrilato iluminado

Model: V Nlodelo V

Material: Aluminium / Stainless steel, Methacrylate Material:

Recommended height: 200-900mm Altura recorm 1|:~|'||:I1d’| 2
Thickness: 30, 50, 70mm Tizén: 30, 50, 70mn
Methacrylate thickness: 5, 10mm Grosor de mu:*t’v‘r ato:
LED color: 3500K, 4000K, 6500K see Color LED: 3500K, 4000K, 6
Lighting direction: Front Lateral Direccion de Luz: Frontal Later
Minimum stroke width required: 20mm Trazo minimo requerido: 20mm

Lacquered color / Color lacado
-

i
"

Finishes / Acabado

ININRTL KR

ACERD ACERD: ADDED NEGRO AEQEMGDO m
PULIDD COMLLADD: FULIC C'H‘H.LADIU {m'l: (]

GG
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Model: W

Material: Stainless steel, Resin
Recommended height: 200-200mm
Thickness: 40, 60, 80mm

LED color: 3500K, 4000K, 6500K L L1
Lighting direction: Front

Minimum stroke width required: 20mm

Finishes / Acabado

INIIE )

L
I:'I."U ACERD L= L':"I..uu- l-'.' *‘:ll-l. DOAALD

e
CEPFLLADD UL "I.ll.l.'i- CEmL

Lacquered color / Color lacado
H,
=

QG

LA

Al

Llﬂt ECDO

Modelo:

Material:

W

Altura recomendada: :

lrazo minimeo requerido:

A

BRONCLE
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Metallic with LED diodes on the front

Model: X

Material: Sheet metal [ Stainless steel
Recommended height: 200-2900mm
Thickness: 40, 60, 80mm

LED color: 3500K, 4000K, 6500K *ee
Lighting direction: Front

Minimum stroke width required: 30mm

Finishes [ Acat
chl.lll.'n |. l\.'\-l."-l.uJ{:\ Jl I.I WEORD  DOMADD Q-Lll-'ﬂl.". (= o] [l
UL l.I.“'I.Lﬂ.I l....l FULIDO LALD ERVEJECHDD

Lacquered color
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Metall_ic with 30mm bulbs and embossed contour

Model: Y

Material: Sheet metal / Aluminum
Recommended height: 300-1500mm
Thickness: 40, 60, 80, 100mm

LED color: 3500K, 4000K, 6500K ' 11
Lighting direction: Front

Minimum stroke width required: 40mm

Lacquered color
S
s;g.

2
e

QG
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Corten steel with 50mm bulbs and embossed contour

Model: Z

Material: Sheet metal

Recommended height: 300-300mm
Thickness: 100, 120mm

LED color: 3500K, 4000K, 6500K (1 1]
Lighting direction: Front

Minimum stroke width required: 60mm

Lacquered Colors - Treatment

AT

G
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Metalico v '!1:;u_._.:-| ato al

Model: €

Material: Sheet metal / Aluminum, Methacrylate
Recommended height: 300-1500mm
Thickness: 40, 60, 80, 100, 120mm

LED color: 3500K, 4000K, 6500K L L1
Lighting direction: Front

Minimum stroke width required: 30mm

Lacquered color / Color lacadc

Han
|

Methacrylate front colors

LANOD RAMARILLO KARAK VERDE YERDE

CLARD: OS0URD

II j:_l



Expanded polystyrene material

De porexpan

Model: A1

Material: Expanded polystyrene
Recommended height: 100-1000mm
Thickness: 100, 200mm

Minimum stroke width required: 10mm

Painted Color / Color pintado

&

RAL

WG

Modelo:A1

Material: Porexpan

Altura recomendada: 100-1000mm
Grosor: 100, 200mm

Traze minimo requeride: 10mm
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Milled in natural white PVC

Fresado en PVC blanco natural

Model: B1 Modelo: B1
Material: PVC '
Recommended height: 50-1000mm
Thickness: 5, 10, 19mm

Minimum stroke width required: Smm

Matenal:

QG
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Milled in PVC with vinyl or UV front

Fresado en PVC con frente vinilado o UV

Model: C1 Modelo: C1
Material: PVC, Vinyl Material: PVC, Vinilo
Recommended height: 50-1000mm Altura recomendada: 50-1000mm
Thickness: 5, 10, 19mm Grosor: 5, 10, 19mm

Minimum stroke width required: 5mm Trazo minimeo requeride: Smm

Painted Color / Color pintado
-

G
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Milled in PVC and painted

Fresado en PVC y pintado

Model: D1 Modelo: D1
Material: PVC Material: PVC

Recommended height: 50-1000mm Altura recomendada: 50-1000mm
Thickness: 5, 10, 19mm Grosor: 5, 10, 19mm

Minimum stroke width required: S5mm Trazo minimo requerido: Smm

Painted Color / Coler pintado

QG
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Milled in 3mm acrylic

Model: E1

Material: Methacrylate

Recommended height: 50-1000mm
Thickness: 3mm

Minimum stroke width required: Smm

Methacrylate Colors

BLANED AMARRLEO MM L =T WFRIF VERTE AR AU,
CLARD ot CLARD SRR

GG
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Milled in 10mm acrylic

Fresado en metacrilato de 10mm

Model: F1 Modelo: F1
Material: Methacrylate Material: Metacrilato

height: 50-1000mm Altura recomendada: 50-1000mm
Thickness: 10mm Grosor: 10mm
Minimum stroke width required: 5mm Trazo minimo requerido: 5mm

Methacrylate Colors / Colores de Metacrilato

- ~
|_J..

RLANCO
DLAMCO  KECGRO
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Milled in 17mm acrylic

Fresado en metacrilato de 17mm

Model: G1 Modelo: G1
Material: Methacrylate Material: Metacnlato
Recommended height: 50-900mm Altura recomendada: 50-800mm
Thickness: 17mm Grosor: 17mm

Minimum stroke width required: Smm Trazo minimo requerido: Smm

Methacrylate Colors / Colores de Metacrilato

l 1
| | r
! J—
RO VERDE. AOA AT, AL
oscuRa CLARD OICURD  TRANBLUCER

WERDE
BLAMCT ANAHILLD MEMAMIA e
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Milled in 3mm Dibond

Fresado en Dibond 3mm

Model: H1

Material: Dibond

Recommended height: 50-1500mm
Thickness: 3mm

Minimum stroke width required: Smm

Dibond Color / Color de Dibond

Modelo: H1

Material: Dibond

Altura recomendada: S0-1500mm
Grosor: 3mm

Trazo minimeo requerido: Smm

=N viRoL LF R

BLANDO HLGRO AMARLLO MAMAN A

QG

SHIS PLATR
CEMLLADG:
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Flat stainless steel lettering in 2mm and 5mm thickness

Letra plana de acero inoxidable de 2 y 5mm

Model: 11 Modelo: 11

Material: Stainless steel Material: Acero inoxidable
Recommended height: 50-900mm Altura recomendada: 50-200mm
Thickness: 2, 5mm Grosor: 2, Smm

Minimum stroke width required: Smm Trazo minimo requerido: Smm

Finishes [ Acabado

MRt Rl

QG
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Flat blackened stainless steel lettering in 2mm and 5mm thickness
Letra plana de acero inoxidable ennegrecido de 2 y 5mm

Model: J1 Modelo: J1

Material: Stainless steel Material: Acero inoxidable
Recommended height: 50-900mm Altura recomendada: 50-900mm
Thickness: 2, 5mm Grosor: 2, 5mm

Minimum stroke width required: Smm Trazo minimeo requerido: Smm

Finishes [ Acabado

R R

QG
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Flat gold stainless steel lettering in 2mm and 5mm thickness

Letra plana de acero inoxidable dorado de 2 y 5mm

Model: K1 Modelo: K1
Material: Stainless steel Material: Acero inoxidable
Recommended height: 50-900mm Altura recomendada: 50-200mm
Thickness: 2, 5Smm Grosor: 2, Smm

Minimum stroke width required: Smm Trazo minimo requerido; 5mm

Finishes / Acabado

i

G
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Flat aged gold stainless steel lettering in 2mm and 5mm thickness
Letra plana de acero inoxidable dorado envejecido de 2 y 5mm

Model: L1 Modelo: L1

Material: Stainless steel Material: Acero inoxidable

Recommended height: 50-900mm Altura recomendada: 50-900mm
Thickness: 2, 5mm Grosor: 2, 5mm

Minimum stroke width required: Smm Trazo minimeo requerido: Smm
Finishes /| Acabado

=
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Flat metal lettering in 2mm and 5mm thickness

Letra plana metalica de 2 y 5mm

Model: M1 Modelo: M1

Material: Sheet metal / Aluminum Material: Chapa de hierro / Aluminio
Recommended height: 50-1000mm Altura recomendada: 50-1000mm
Thickness: 2, 5mm Grosor: 2, Smm

Minimum stroke width required: 5mm Trazo minimo requerido: Smm

Lacquered color / Color lacado

B

AL

QG
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Flat corten steel lettering in 2mm and 5mm thickness
Letra plana de acero cortéen de 2 y Smm

Model: N1 Modelo: N1

Material: Sheet metal Material: Chap:

Recommended height: 50-900mm Altura recomendada: 50-200mm
Thickness: 2, 5mm Grosor: 2, 5mm

Minimum stroke width required: Smm Traze minimeo requerido: Smm

Lacquered Colors - Treatment / Color lacado - Tratamiento

DEIDAD

QG

PAG. 44
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Solid metal 3D effect lettering

- I iy | M o b
Corporeo metalico macizo efecto 3D

Model: O1 Modelo: O1
Material: Aluminium
Recommended height: 60-300mm

Thickness: 15mm
Minimum stroke width required: Smm Trazo minimo requerido:

Lacquered color / Color lacado

o=

ol

GG
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Blind stainless steel lettering

Corporeo ciego de acero inoxidable

Model: P1 Modelo: P1
Material: Stainless steel Material: Acer
Recommended height: 100-900mm Altura recomen Ll"l-;.
Thickness: 20, 40, 60, 80, 100mm Tizén:

Minimum stroke width required: 15mm lrazo minimo requerido:
Finishes / Acab:

QG
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Blind blackened stainless steel lettering

Corporeo ciego de acero inoxidable ennegrecido

Model: Q1 Modelo: Q1

Material: Stainless steel Material: Acero inoxidable
Recommended height: 100-900mm Altura recomendada: 100-300mm
Thickness: 20, 40, 60, 80mm Tizén: 20, 40, 60, 80mm
Minimum stroke width required: 15mm Trazo minimo requerido: 15mm

Finishes [ Acabado

AR SRLE

G
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Blind gold stainless steel lettering

Corporeo ciego de acero inoxidable dorado

Model: R1 Modelo: R1

Material: Stainless steel Material: Acero inoxidable
Recommended height: 100-200mm Altura recomendada: 1 00-900mm
Thickness: 20, 40, 60, 80mm Tizén: 20, 40, 60, 80mmn

Minimum stroke width required: 15mm Traze minimeo requerido: 15mm

Finishes [ Acabado

HIL

I'_F\Plll.m

QG
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Bronze finished stainless steel lettering

Corporeo ciego de acero inoxidable acabado bronce

Model: S1 Modelo: S1

Material: Stainless steel Material: Acero inoxidable
Recommended height: 100-900mm Altura recomendada: 100-200mm
Thickness: 20, 40, 60, 80mm Tizén: 20, 40, 60, 80mm

Minimum stroke width required: 15mm Trazo minimo regqueride: 15mm

Finishes / Acabado

A1

AL
ERVEIECIDD

QG
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Blind metal lettering

Corporeo ciego metalico

Model: T1

Material: Sheet metal / Aluminum
Recommended height: 100-1500mm
Thickness: 20, 40, 80, 80, 100, 120mm
Minimum stroke width required: 15mm

Lacquered color/ Celor lacado

B

L
T

QG

Modelo: T1

Maternal: Chapa

Altura recomendada: 100-15(

Grosor: 20, 40

Trazo minimo requerido: 15mm
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Blind corten steel lettering

Corporeo ciego de acero cortén

Model: U1

Material: Sheet metal

Recommended height: 100-300mm
Thickness: 20, 40, 60, 80, 100, 120mm
Minimum stroke width required: 15mm

Modelo U1

Material: Chapa de hien
Altura reconmndadu ':E """" i
Grosor: 20, 40, 60, 80, 10 0
Trazo minimo requerido: ¢

Lacquered Colors - Treatment / Color lacado - Tratamiento
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ARTESIVO.ES

Gonzalo Antonio Serrano 91b

P. l. Las Quemadas - 14014 - Cérdoba
Telf: 957 328 595 - Mov.: 606 25 7 050

It s stated that this calalog is restricted 1o internal communication and the bext and images used
are only for viewing purpeses. The final interpretation is property of Don Letra

Se declara que esle Q‘.{llej'-||_il';?!_] esla restring do a la comunicacion inberma v que el lexlo ¥ las magenes que s¢ ulilizan
son solo para fines de visualizacion. La interpretacidon inal es propeedad de Don Letra



artesivo.es

Especialistas en comunicacion visual



